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Abstract. We present the “most similar” method for selecting optimal measurement positions for wind resource
assessment.

Wind resource assessment is generally done by extrapolating a measured and long-term corrected wind climate
at one location to a prediction location using a micro-scale flow model. If several measurement locations are
available, standard industry practice is to make a weighted average of all the possible predictions using inverse-
distance weighting. The most similar method challenges this practice. Instead of weighting several predictions,
the method only selects the single measurement location evaluated to be most similar.

We validate the new approach by comparing against measurements from 185 met masts from 40 wind farm
sites and show improvements compared to inverse-distance weighting. Compared to using the closest measure-
ment location, the error of power density predictions is reduced by 13 % using inverse-distance weighting and
34 % using the most similar method.

1 Introduction

When assessing the energy potential of a new wind farm, a
crucial step is to predict the mean wind climate at each wind
turbine position. The conventional approach for predicting
the wind climate is to erect a meteorological mast (met mast)
at a nearby location and extrapolate the measured wind cli-
mate to every wind turbine position using a micro-scale flow
model (MEASNET procedure, 2016). The flow model esti-
mates how the surrounding topography perturbs the wind and
can thereby predict the wind climate at each wind turbine
position. Much research focuses on the development of im-
proved micro-scale models; however, this work focuses on
optimal met mast positioning and on how this improves pre-
dictions irrespectively of the chosen micro-scale model.

This introduction will first explain that met masts today
are positioned to minimize the distance to wind turbine posi-
tions. We then present a hypothesis that states that met masts
should instead be placed following the “similarity principle”,
and finally, the section describes how the hypothesis will be
tested.

1.1 The representativeness radius

The distance between the measurement and prediction loca-
tion is traditionally used as an indicator of model uncertainty,
and measurement campaigns are often planned to minimize
the extrapolation distance. MEASNET procedure (2016) de-
fines a “representativeness radius” as the distance from a met
mast to the furthest location that can be extrapolated with tol-
erable uncertainty. The representativeness radius depends on
the complexity of the terrain, where complex terrain is char-
acterized by having terrain slopes greater than 0.3. Figure 1
illustrates two met masts located in hilly terrain. Following
the recommendations of MEASNET procedure (2016) for
simple and complex terrain, the measurements taken in the
valley, U01, are preferable for predicting UP as the distance
is small. For sites that are even more complex, MEASNET
states that mast positioning should be based on a site-specific
analysis.
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Figure 1. The figure illustrates how a measured wind climate can be extrapolated to a prediction site using a flow model. Following the
“representativeness radius”, the model error is reduced when the distance between met mast and prediction location is minimized; accordingly
met mast 1 (U01) is the preferred predictor. Following “the similarity principle” model errors are reduced when the wind conditions at the
met mast and the predicted location are similar; accordingly met mast 2 (U02) is preferable despite its more distant location.

1.2 The similarity principle

According to Landberg et al. (2003), errors related to flow
modelling are minimized when the predictor site (the met
mast location) and the predicted site (the wind turbine lo-
cation) are as “similar” as possible regarding factors like
regional wind climate, roughness, orography and obstacles.
Landberg et al. (2003) refers to this as the similarity princi-
ple. The underlying assumption is that no matter how ad-
vanced a flow model, it always produces errors, and they
scale with the forcing applied. Figure 1 illustrates the simi-
larity principle. The wind conditions in the valley, U01, differ
substantially from the conditions at the prediction site, UP,
and a better predictor (according to the similarity principle)
is, therefore, the hilltop met mast, U02, despite its more dis-
tant location.

1.3 The most similar predictor

Experienced wind and site engineers determine suitable lo-
cations for met masts based on the representativeness ra-
dius and their judgement. They intuitively understand that
distance is not the only parameter that should be evaluated;
however, since no algorithmic method for similarity exists,
the industry standard is often to minimize the extrapolation
distance.

To make a parameter that represents similarity, we define
the directional-averaged speedup uncertainty, σS,

σ 2
S =

Nθ∑
j=1

fjσ
2
Sj , (1)

where fj is the wind direction frequency at the met mast,
Nθ is the number of wind direction sectors and σ 2

Sj is the
speedup uncertainty of the micro-scale model. As an expres-
sion for the speedup uncertainty for a particular wind direc-
tion, we use the model by Clerc et al. (2012):

σ 2
Sj =

(
λ

[
1− exp

(
−d

L1

)])2

+

∣∣∣∣Sj − 1
Sj + 1

∣∣∣∣2, (2)

where d is the extrapolation distance, L1 = 1 km and λ= 0.1
are empirically calibrated constants (Clerc et al., 2012), and
Sj = UPj /U0j is the speedup where U0 and UP are the mea-
sured and predicted mean wind speeds respectively. L1 and
λ have not been re-calibrated in this work but are kept to their
original values.
σS combines into one expression, the uncertainty associ-

ated with both extrapolation distance and the wind speed dif-
ference. Small values of σS signify that predictor and pre-
diction conditions are similar. The inclusion of speedup in
the expression ensures that any difference between predictor
and prediction site included in the micro-scale flow model
is evaluated (roughness, orography, obstacles, measurement
height, etc.). The speedup uncertainty is, therefore, expected
to be a more accurate “measure of similarity” than distance,
and we define the “most similar” predictor to be the location
with the smallest σS value.

1.4 Multi-mast strategies

For large wind farms with several met masts, a standard prac-
tice when making predictions is to either select the closest
available predictor or to make a weighted average of multiple
predictions using “inverse-distance weighting”. As an exam-
ple, the inverse-distance-weighted mean wind speed, UP, can
be determined as

UP =

NM∑
i=1
WiUPi

NM∑
i=1
Wi

, (3)

whereUPi is the predicted mean wind speed,Wi = d
−2
i is the

predictor weight, di is the extrapolation distance and NM is
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the number of predictors on a particular site. The underlying
reason for using inverse-distance weighting is that the stan-
dard error of a weighted mean decreases with the number of
independent predictions. However, for this to be valid, the
predictions are assumed independent (model errors should
be random), and extrapolation distance is assumed to be the
parameter that correlates the strongest with model error.

This paper aims to show that met masts should be placed
following the similarity principle instead of reducing extrap-
olation distance. The hypothesis is verified by showing that
the most similar predictor gives lower prediction errors than
the closest predictor and inverse-distance weighting. In the
following, we conduct a large number of predictions using
the following multi-mast strategies and compare the results
to measurements.

Closest predictor : Wi =

{
1 if di =min(d)
0 otherwise (4)

Inv. dist. weighting : Wi = d
−2
i (5)

Most similar predictor : Wi =

{
1 if σSi =min(σS)
0 otherwise (6)

2 Validation method

To validate the usefulness of the most similar predictor, we
compare the performance of the three multi-mast strategies
against wind measurements. Sites with at least three met
masts are used in the comparison. The multi-mast sites allow
for predictions with multiple predictors and provide an ob-
jective way to evaluate the strategies. The validation method
consists of three steps described in detail in the following
sections:

1. wind measurements – preparation of the wind data for
the flow model,

2. flow model – prediction of all mast locations using ev-
ery other mast as a predictor,

3. prediction statistics – calculation of mean wind speed
and power density using each multi-mast strategy.

The wind measurements and flow model setups are identical
for each multi-mast strategy; only the mast weights,Wi , used
for calculating the wind statistics are different to allow for a
simple and objective evaluation.

2.1 Wind measurements

The dataset used in this work has been collected specifi-
cally to validate multi-mast strategies. It is obtained through
wind project developers worldwide and is considered to
cover a wide spectrum of the conditions experienced in wind
projects. The dataset consists of wind measurements from
sites with three or more met masts. By having at least three
masts, each mast location can be predicted using at least two

Table 1. Number of met masts used for the study.

Masts Sites Masts Cumulative
per site sum

25 1 25 25
7 4 28 53
6 3 18 71
5 5 25 96
4 8 32 128
3 19 57 185

predictors, and results can be compared against the measure-
ments taken at the predicted mast.

The dataset consists of wind speed and wind direction
measured from the top anemometer of each met mast, already
screened and long-term corrected by wind project develop-
ers. The data are grouped into 36 10◦ wind direction sectors
and have Weibull distributions fitted to the wind speed his-
togram. Wind statistics from a total of 210 met masts were
provided for the study. The only additional screening that has
been conducted is the removal of four sites (25 met masts)
from the dataset. These sites were removed since mast-to-
mast predictions of wind speed and power density led to sub-
stantial errors (> 3σ ) for four of the met masts. We did not
investigate the reason for the significant errors but removed
the sites from the investigation. Table 1 shows a summary of
the sites and met masts used. As seen, the screened data con-
sist of 185 met masts distributed over 40 wind turbine sites.

The data come from met masts located near potential wind
energy installations, and the 185 mast locations represent
varied site conditions from all over the world. Figure 2 il-
lustrates the complexity of the sites using the RIX (left) and
1RIX (right) measures where RIX is defined by the percent-
age fraction of the terrain along the prevailing wind direction,
which is over a critical slope of 0.3 (Bowen and Mortensen,
2004). The mean RIX value is 7.0 %, which can be consid-
ered moderately complex terrain. Compared to the closest
neighbouring mast, 84 masts have |1RIX| values of less than
1 % and 164 masts have |1RIX| below 5 %. Most of the met
masts are therefore placed in similar, well-exposed hills and
ridges.

Figure 3 shows the height of the masts (right) and the dis-
tance to their closest neighbour (left). The distance is up
to 10 km, but on average the distance is 3.1 km. As seen,
the masts do not have the same height but vary from 20 to
120 m, and half of the sites have mast height variations.
These sites often have combinations of short and tall masts,
e.g. of 40/80, 60/80 or 60/100 m masts. The wind statistics
have not been corrected or “sheared up” to unify the height
differences. Instead, the flow model has been used directly to
estimate the wind statistics at the prediction height using the
statistics at the predictor height. The most similar method has
an advantage compared to the other multi-mast strategies for
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Figure 2. RIX and |1RIX| for all 185 met masts. |1RIX| is calculated using the closest neighbouring mast.

Figure 3. Mast height and distance to the closest neighbouring mast for all 185 met masts.

sites with different mast heights as there will be a speedup
between masts of different heights and will therefore not be
valued as similar. In the current analysis, this is however of
minor importance as the results, particularly in Sect. 3.2, de-
pend mainly on a single site with 25 met masts that are all
80 m tall.

The dataset (Table 1) allows for a total of 185 possible
predictions with two or more predictor masts. The results
section analyses how the different multi-mast strategies per-
form with this specific mix of multi-mast sites. Also, other
combinations of multi-mast sites from the same data pool
have been made to analyse how the multi-mast strategies per-
form on sites with a specific number of predictor masts. As
an illustration of how other multi-mast combinations can be
made from the same data, we can imagine that a single site
with three met masts can also be viewed as three different
sites with two met masts. Table 2 shows the many combina-
tions of predictions possible with one, two, three, four, five or
six predictor masts. As seen, it is possible to make more than
33 million different predictions with six predictor masts. The
many combinations are primarily possible because of the site

that has 25 met masts. The results for different numbers of
predictor masts are not directly comparable since they are
based on different sites. The results section, therefore, nor-
malizes the most similar and the inverse-distance-weighting
results with the “closest mast” to make comparisons of the
multi-mast strategies possible.

2.2 Flow model

The micro-scale flow model WAsP 12.3 (Troen and Petersen,
1989) has been used to make all wind climate predictions
in this study. Since every mast location needs to be pre-
dicted using every possible predictor mast, there is a total
of 1168 mast-to-mast predictions. A database and an auto-
matic model script (PyWAsP) were made to conduct all the
simulations, and every simulation was run with the standard
WAsP 12.3 parameters. No 1RIX or other corrections have
been made to the model results, and no tuning of model pa-
rameters to improve results was performed.

The topography maps used for the flow model were pro-
vided to the authors and used directly without corrections or
quality control. As all data have previously been analysed
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Table 2. Number of predictions possible for different numbers of predictors.

Predictors One Two Three Four Five Six

Predictions 1168 7803 51 472 266 185 1 062 786 33 644 928

to be used for wind farm development, and scrutinized by
third-party companies, the data are considered to have an in-
dustry standard quality. The current work is a statistical anal-
ysis of the multi-mast strategies. All simulations are based
on identical model setups and using the digitized maps, mast
locations, anemometer heights and wind measurements pro-
vided to the authors; only the method used to calculate the
predicted wind statistics is different between the three multi-
mast strategies.

2.3 Predicted wind statistics

Wind statistics are calculated at each prediction location to
validate the performance of the multi-mast strategies. Specif-
ically, the predicted mean wind speed, UP (m s−1), and mean
power density, EP (W m−2), are compared to the measured
values (U0 and E0). Since the measured wind data and the
wind climate predictions are given in terms of the Weibull
parameters A and k, the mean wind speed and mean power
density are calculated following Troen and Petersen (1989):

Ui =

Nθ∑
j=1

fjAij0

(
1+

1
kij

)
, (7)

Ei =
1
2
ρ

Nθ∑
j=1

fjA
3
ij0

(
1+

3
kij

)
, (8)

where ρ is air density (1.225 kg m−3) and 0 is the gamma
function. Having calculated the wind speed and power den-
sity for every possible single-mast prediction, the multi-mast
strategies were applied to calculate the final predicted wind
statistics:

UP =

NM∑
i=1
WiUPi

NM∑
i=1
Wi

, (9)

EP =

NM∑
i=1
WiEPi

NM∑
i=1
Wi

, (10)

whereWi is the mast weight that depends on the chosen strat-
egy (Sect. 1.4). It was also considered to apply a generic wind
turbine power curve to allow calculation of energy yield pre-
dictions. However, as the prediction heights and wind speeds
vary between the sites, using a single power curve for all pre-
dictions was not pursued.

2.4 Evaluation method

To evaluate the multi-mast strategies, we compare the mea-
sured and predicted wind statistics at each mast position and
calculate the average error of all predictions. The closest-
mast results are used as a baseline. The paper does not anal-
yse the baseline error in any detail; instead, the paper fo-
cuses on how the multi-mast strategies improve the baseline.
The data and model setup used for the closest mast, inverse-
distance weighting and most similar methods are identical,
to make an objective comparison of the multi-mast strate-
gies. For each multi-mast strategy, the absolute error of each
mast prediction is given by

Xi =XP−X0, (11)

where XP is either the predicted mean wind speed (UP) or
power density (EP) andX0 is the measured value (U0 or E0).
The mean error of a strategy is calculated by

µ=

n∑
i=1
Xi

n
, (12)

where n is the number of mast predictions. Finally, the stan-
dard deviation of the error is given by

σ =

√√√√√ n∑
i=1

(Xi −µ)2

n− 1
. (13)

The results shown in the following indicates the mean error,
µ, the standard deviation of the errors, σ , and the number of
predictions used to calculate the statistics, n.

3 Results

3.1 Original sites

The top row of Fig. 4 shows histograms of the absolute er-
ror of wind speed (left) and power density (right) for each of
the 185 mast predictions using closest mast as a multi-mast
strategy. Gaussian distributions are shown on the histograms
(despite the poor fit), and the mean error and standard devi-
ation of wind speed (µ= 0.11, σ = 0.63) and power density
(µ= 36.3, σ = 149) are given in the legends. The observed
mean wind speed and power density of the 185 masts are
7.36 m s−1 and 460.7 W m−2 respectively.

The results for inverse-distance weighting and most sim-
ilar predictor are shown in the middle and bottom rows of
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Figure 4. Histograms of the absolute wind speed (a, c, e) and power density (b, d, f) error when using the closest mast (a, b), inverse-distance
weighting (c, d) and most similar (e, f) strategies. The mean bias and standard deviations are given in the legend. All 185 mast positions have
been predicted to make this figure.

Wind Energ. Sci., 5, 1679–1688, 2020 https://doi.org/10.5194/wes-5-1679-2020



A. Bechmann et al.: The most similar predictor – measurement locations for wind resource assessment 1685

Figure 5. Histograms of the absolute wind speed (a) and power density (b) error for different combinations of prediction location and
six predictor masts using the three different multi-mast strategies. Each histogram consists of more than 33 million predictions.

Fig. 4. The left column shows that both multi-mast strategies
significantly reduce both the mean wind speed error and the
standard deviation compared to the closest mast. The stan-
dard deviation of the wind speed error is seen to decrease
from 0.63 to 0.54 m s−1 for both methods. The right column
of the figure shows even more substantial error reductions for
power density. The standard deviation of power density de-
creases from 149 to 125 W m−2 for inverse-distance weight-
ing and from 149 to 116 W m−2 for most similar mast. There-
fore, by selecting the most similar location, the mean power
density error is reduced by 22 % compared to the closest mast
and 7 % compared to inverse-distance weighting.

3.2 New predictor combinations

To clarify the difference between strategies that rely on the
representativeness radius (closest mast and inverse-distance
weighting) and the similarity principle (most similar predic-
tor), this section focuses on sites with a specific number of
predictor masts. By combining the available dataset, it is pos-
sible to generate new combinations of sites with one, two,
three, four, five or six predictors (see Table 2).

As an example of the absolute prediction errors, Fig. 5
shows a histogram of the absolute error of wind speed (left)
and power density (right) for predictions that use six predic-
tors. The available dataset allows 33 million different combi-
nations of a prediction location and six predictor masts. The
histograms of the strategies have different colours, and the
legends indicate the mean error and the standard deviation of
each. Compared to the closest mast, the standard deviation of
power density decreases from 189 to 164 W m−2 for inverse-
distance weighting and from 189 to 124 W m−2 for the most
similar mast.

The mean absolute error and the standard deviation for
predictor combinations with one, two, three, four, five and
six predictor masts are given in Tables A1 and A2; however,
the results are not directly comparable since they are based

on different sites. To make a more valid comparison, we nor-
malize all the results with the results of the closest mast. Fig-
ure 6 shows the normalized average reduction in the standard
deviation of wind speed error (left) and power density error
(right) for inverse-distance weighting and the most similar
predictor compared to the closest mast. Note that the multi-
mast strategies give identical results for predictions with only
one predictor.

Figure 6 shows that both inverse-distance weighting and
most similar predictors significantly reduce the average pre-
diction error compared to the closest mast. While inverse-
distance weighting reduces the error significantly with two
predictors compared to one, the added improvement of using
three or more predictor masts is much smaller. The most sim-
ilar strategy has achieved 34 % reduction of the standard de-
viation of power density error with six predictor masts, and it
appears that the error would keep decreasing with additional
predictor masts. It should be noted that the most similar strat-
egy only uses a single predictor mast, but having more op-
tions to choose from decreases the error. This indicates that
significant improvements are gained if the most similar strat-
egy is followed for placement of met masts, and it should
also be used for single-met-mast campaigns.

4 Conclusions

We have presented a novel method for determining the most
similar measurement location for wind resource assessment
using an expression of the direction-averaged speedup un-
certainty. Based on measurements from 185 met masts, the
most similar met mast is on average a better predictor than
the closest mast and inverse-distance weighting. This pro-
vides strong evidence in favour of the hypothesis that met
masts should be positioned according to the similarity prin-
ciple instead of reducing the distance to the wind turbines.

The met masts used in this study have all been positioned
by experienced wind and site engineers on well-exposed
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Figure 6. Reduction of the standard deviation of wind speed (a) and power density (b) error as function of predictor masts when using
inverse-distance weighting and the most similar predictor compared to closest mast.

ridges, and 164 of the 185 met masts have |1RIX| values
below 5 %. In the traditional view, this would mean that
the closest predictor and the predicted location on average
should have similar wind conditions. Despite this, substantial
improvements (36 % uncertainty reduction on power density
predictions) were found by selecting the most similar predic-
tor. This also indicates that even larger error reductions are
possible if resource measurement campaigns are designed
from the start using the most similar methodology, especially
for single-met-mast campaigns. Designing an optimal mea-
surement campaign using the most similar methodology re-
quires a micro-scale flow model, a wind turbine layout and an
indication of the main wind directions. With these tools, the
direction-averaged speedup uncertainty for all wind turbine
positions can be calculated and minimized.

The industry standard is often to use inverse-distance
weighting for resource assessment; the underlying reason is
that the standard error of a weighted mean decreases with
the number of independent predictions. Troen and Hansen
(2015) show that the average of two independent flow mod-
els does decrease the uncertainty; however, predictions that
use the same flow model and measurements from the same
period are not independent. The reason why inverse-distance
weighting improves compared to the closest mast is probably
that it “repairs” a poor choice of predictor mast. Weighted re-
sults using inverse “direction-averaged speedup uncertainty”
as predictor weight have also been tried (not shown); how-
ever, results do not improve compared to the most similar
predictor. To optimally combine the solution from several
masts, it is necessary to consider the correlation of the er-
rors (Clerc et al., 2012), which is not trivial. The most similar
predictor is a practical alternative.
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Appendix A

Table A1. Wind speed error (mean and standard deviation) depending on the number of predictor masts and selected strategies.

Masts One Two Three Four Five Six

Closest mast 0.09± 0.83 0.09± 0.87 0.09± 0.86 0.09± 0.83 0.10± 0.80 0.10± 0.78
Inv. distance 0.09± 0.83 0.10± 0.80 0.10± 0.77 0.11± 0.73 0.11± 0.71 0.11± 0.69
Most similar 0.09± 0.83 0.06± 0.72 0.06± 0.66 0.07± 0.63 0.07± 0.60 0.08± 0.59

Table A2. Power density error (mean and standard deviation) depending on the number of predictor masts and selected strategies.

Masts One Two Three Four Five Six

Closest mast 46± 194 55± 208 55± 206 55± 199 55± 193 56± 189
Inv. distance 46± 194 56± 188 58± 181 58± 74 58± 168 57± 164
Most similar 46± 194 40± 165 38± 148 39± 138 39± 130 39± 124
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